
39.37 43.31 49.21 53.15 59.06 62.99 68.9 72.83 78.74 82.68 88.58 92.52 98.43 102.36 108.27 112.2 118.11 122.05 127.95 131.89 137.8 141.73 147.64 151.57 157.48 161.42 167.32 171.26 177.17 181.1 187.01 190.94 196.85 200.79 206.69 210.63 216.54 220.47 226.38 230.31 236.22 240.16 246.06 250 255.91 259.84 265.75 269.69 275.59 279.53 285.43 289.37 295.28 299.21 305.12 309.06 314.96 318.9 324.8 328.74 334.65 338.58 344.49 348.43 354.33
H/W 1000 1100 1250 1350 1500 1600 1750 1850 2000 2100 2250 2350 2500 2600 2750 2850 3000 3100 3250 3350 3500 3600 3750 3850 4000 4100 4250 4350 4500 4600 4750 4850 5000 5100 5250 5350 5500 5600 5750 5850 6000 6100 6250 6350 6500 6600 6750 6850 7000 7100 7250 7350 7500 7600 7750 7850 8000 8100 8250 8350 8500 8600 8750 8850 9000

29.53 750
33.46 850
39.37 1000
43.31 1100
49.21 1250
53.15 1350
59.06 1500
62.99 1600
68.9 1750

72.83 1850
78.74 2000
82.68 2100
88.58 2250
92.52 2350
98.43 2500
102.36 2600
108.27 2750
112.2 2850
118.11 3000
122.05 3100
127.95 3250
131.89 3350
137.8 3500

H = Height W = Width Note: During production, dimensions H and W may be interchanged upon request.

Thickness (tr–tw): 160 mm ( ≈6.30 in). Thickness (tr–tw): 200 mm ( ≈7.87 in). Thickness (tr–tw): 250 mm ( ≈9.84 in). Thickness (tr–tw): 300 mm ( ≈11.81 in). Thickness (tr–tw): 350 mm ( ≈13.78 in). Thickness (tr–tw): 400 mm ( ≈15.75 in).

Possibility to manufacture in thicknesses (tr–tw) of 160–200–250–300–350–400 mm (approximately 6.30–7.87–9.84–11.81–13.78–15.75 in), in any case depending on the cover requirements and variable loads specified by the customer.

Possibility to manufacture in lengths (L) of 2000 – 1500 – 1000 mm (approximately 78.74 – 59.06 – 39.37 in).


